Technical Data Sheet

WO TAlchem

Redispersible Polymer Powder (RDP)

WOTAIchem W-4024N is a white liquid powder obtained by spray drying of optimized latex dispersions
composed of polymer particles and is dispersible in water, which can be re-emulsified and dispersed

in water to form stable emulsions. W-4024N can be applied in the construction industry, added in
exterior wall putty, tile adhesive, wall insulation mortar, flooring filler, waterproof mortar and other materials
to increase the cohesion, adhesive strength and flexibility of mortar.

Appearance: white or off-white powder Cement plaster
Polymer type: VAE Skim coat/ wall putty
Solid content: =299%
Average particle size: <300 pm
pH value: 6-8
Particle size: 80 mesh
Min film-forming temperature: 0C
Thermal gelation temperature: -3~-5C
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C1 tile adhesive: 0.5--1.0%
C2 tile adhesives: 2.0-5.0%
ETICS adhesives: 1.0-2.0%

The shelf life is 1 year. If over 1 year, please test and confirm the quality before using.

This information is based on our present state of knowledge and is intended to provide general notes
about our products and their use only. It should not therefore be construed as guaranteeing the
consistence or permanency of the products or specific properties of the products described or their
suitability for a particular application. Any existing industrial property rights must be observed. The quality
of our products is guaranteed under our General Conditions of Sale.
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